TECHNICAL DATA SHEET

AQUA-DEC LINEAR TRIMMING GUIDE

AQUA-DEC LINEAR 1 WAY FALL AQUA-DEC LINEAR 2 WAY FALL

AQUA-DEC LINEAR 3 WAY FALL AQUA-DEC LINEAR 4 WAY FALL
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LINEAR DEC 1 WAY FALL DIMENSIONS
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1200 x 800 800 1200 27 800 53 76 22 121 152 117 82 22 840

83mm
1200x 1000 | 1000 | 1200 | 27 | 800 | 53 76 | 22 | 121 | 152 | 117 | 82 22 | 840 | g:upglfegggtig
of the Dec.

1200 x 1200 | 1200 | 1200 27 800 53 76 22 121 152 117 82 22 840

DIMENSIONS ARE IN MM
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LINEAR DEC 1 WAY FALL TRIMMING

(Linear drain omitted for clarity)

ALCOVE INSTALLATION CORNER INSTALLATION

WALL INSTALLATION BOXING IN

X X

1 Way Linear Decs have trimming restrictions*

*Please refer to additional important information on the last page, or contact Technical Support for further
advice.
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LINEAR DEC 2 WAY FALL DIMENSIONS
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900 x 900 900 900 27 600 53 270 22 121 152 117 82 22 640
1000 x 1000 1000 1000 27 600 53 270 22 121 152 117 82 22 640 83mm
symmetrical
about the centre
1200 x 900 1200 900 8 600 53 270 22 121 152 117 82 22 640 of the Dec.

1400 x 900 1400 900 27 600 53 270 22 121 152 117 82 22 640

DIMENSIONS ARE IN MM
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LINEAR DEC 2 WAY FALL TRIMMING

(Linear drain omitted for clarity)

ALCOVE INSTALLATION CORNER INSTALLATION
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50cm | TRIM
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2 Way Linear Decs have trimming restrictions*

*Please refer to additional important information on the last page, or contact Technical Support for further
advice.

impey 5



LINEAR DEC 3 WAY FALL DIMENSIONS
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1200 x 900 1200 900 22 800 53 76 152 121 17 82 22 861
1500 x 800 1500 800 22 800 53 76 152 121 117 82 22 861
1500 x 900 1500 900 22 800 53 76 152 121 17 82 22 861 83mm
symmetrical
about the centre
1600 x 750 1600 750 22 800 53 76 152 121 117 82 22 861 of the Dec.
1800 x 800 1800 800 22 800 53 76 152 121 117 82 22 861
1800 x 900 1800 900 22 800 53 76 152 121 117 82 22 861

DIMENSIONS ARE IN MM
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LINEAR DEC 3 WAY FALL TRIMMING

(Linear drain omitted for clarity)

ALCOVE INSTALLATION CORNER INSTALLATION
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Please refer to additional important information on last page, or contact
Technical Support for further advice.
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LINEAR DEC 4 WAY FALL DIMENSIONS
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900 x 900 900 900 22 600 53 220 152 121 117 82 22 642 8
1000 x 1000 1000 1000 22 600 53 220 152 121 117 82 22 642 ZE
1200 x 900 1200 900 22 800 53 220 152 121 117 82 22 842 Hg
1200 x 1200 1200 1200 22 800 53 220 152 121 117 82 22 842 E §
1400 x 900 1400 900 22 800 53 220 152 121 117 82 22 842 3 g
1600 x 900 1600 900 22 800 53 220 152 121 117 82 22 842 fi
2000 x 1000 2000 1000 22 800 53 220 152 121 117 82 22 842 %
2000 x 1200 1200 2000 22 600%* 53 220 152 121 117 82 22 642 %

DIMENSIONS ARE IN MM.
**Drain located along short length
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LINEAR DEC 4 WAY FALL TRIMMING

(Linear drain omitted for clarity)

ALCOVE INSTALLATION CORNER INSTALLATION
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Please refer to additional important information on last page, or contact
Technical Support for further advice.
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IMPORTANT INFORMATION

To be read in conjunction with full Linear Dec installation guides available on the Impey
website.

1. Decs cannot be trimmed where they adjoin a floor as 22mm height needs to be
maintained.

2. All trimmed edges must be fully supported and fixed.

3. Trimming will alter the fall and tile line into the dec. It will also reduce the overall
height in the trimmed area, this will need to be made up with adhesive.

4. Reducing the overall size of the dec will affect the flow into the drain.

5. Solid base Decs are to be treated like masonry and cut with a diamond tip angle
grinder.

6. Rib base Decs can be cut with a hand saw.

7. Drill new countersunk pilot holes on trimmed edges that have screw holes.

For further details on Linear Dec trimming, please contact Technical Support.

01460 256080

www.impeyshowers.com

technical.support@impeyshowers.com

Impey, Conquest Business Park,
Cad Road, llton, Somerset, TA19 9EA

Coram UK Holding Ltd reserves the right to change the design or specification without prior notice.
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