Aqua Screen Pure shower panels
DIMENSIONS

Height 2000mm The quoted width dimensions are nominal - there is + 10mm adjustment at the wall channels for out-of-true walls.
Wall
Aqua Screen Pure panels can be installed with the braces mounted either perpendicularly or at an angle to a wall. channel [
The braces cannot be mounted vertically to the ceiling. width
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500 panel  465mm 500 panel  480mm
600 panel  565mm 600 panel  580mm
700 panel  665mm 700 panel  680mm
800 panel  765mm 800 panel  780mm
900 panel  865mm 900 panel  880mm
1000 panel  965mm 1000 panel  980mm
1200 panel 1165mm 1200 panel 1180mm

All other dimensions as 2 panel separated
m

2 panels Opening
+
1 return

[
500 panel  490mm
600 panel  590mm
700 panel  690mm
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1000 panel  990mm
1200 panel 1190mm

Dim 'X' = 200mm Return panel = 190mm 300mm Return panel = 290mm

Glass 8mm thick (5mm for curved glass) - toughened to EN 12150 1C Clear or satin finish Coated with Glassguard

Frame Aluminium alloy. Chrome finish. Extruded to BS EN 755-9
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Aqua Screen Pure shower panels
Typical Installation options
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Aqua Screen Pure panels can be installed with the braces
mounted either perpendicularly or at an angle to a wall.

The braces cannot be mounted vertically to the ceiling.

The return panel cannot be fitted to a curved panel
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Aqua Screen Pure shower panels

Parts
Wall ch | ;
50324; ey BRACE Screw &
el 8203 o/ wall
channel Wall ) olug
Wall seal bracket 80210
channel 40166 Bracket 80499 ¢
10754 80506
(used only for Tube
Wall plug gngled prace 10786
60210 Screw installations
‘Q’*’Ad P) 60312 Fy
Washer 5] L*
8212 Rail - Rail bracket
al ® assembly
bracket Cap 80500
60383 v, 4745
Adhesive Grub screw
pad 60333
60393

panel

Optional bottom channel
(not available for curved panel)

Clear plastic
seal Metal trim
40177 10785

7'}

Corner joint cap*
50266

Corner joint *

11011
Cap
4745 ¢ 4 Pad
- 60394
a:‘ i
Grub
screw
60392
Grub
screw Foot outer
60371 X 60426
Grub

Pin screw

60430 / 60246
]

oot a— FOOT
oot Inner ASSEMBLY*
60427 80512

* = part included in the return panel pack

Instruction Leaflet
Aqua Screen Pure 71399

Screwpack

Front panel 80503
Return panel 80572
Curved panel 80584
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