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LINEAR DRAIN INSTALL GUIDELINEAR DRAIN INSTALL GUIDE

LINEAR DRAIN 400, 600, 800mm
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LINEAR DRAINLINEAR DRAIN

The Linear drains fit into any Aqua-Dec Linear or Aqua-Grade Linear, and when combined with the WaterGuard™ 
membrane, provide a great Wetroom product.  The Linear drains are available in 400, 600 and 800mm lengths, they 
are suitable for concrete screed floor installations, stand alone installations or wooden floor installations.

FOOT ATTACHMENTS
FOR SCREED FLOORS ONLY

WATERGUARD™
MEMBRANE CLAMP

50mm WATER TRAP
Includes Dip Tube, O-ring
& Bucket.

VERTICAL SUMP
43mm & 110mm WASTE OUTLET

HORIZONTAL SUMP
43mm  WASTE OUTLET

LINEAR CHANNEL LENGTH
OPTIONS:- 400mm 
        600mm
        800mm 

HEIGHT ADJUSTERS 

WATERGUARD™ 
MEMBRANE  CLAMP SCREWS

DO NOT USE 
POWER TOOLS TO 
TIGHTEN SCREWS

LINEAR 800 DRAIN IS SHOWN

ONLY TO BE USED 
WITH THE 

ELEMENT &  
DESIGNER DRAIN 

TOPS.

SUMP SCREW

NOT TO BE OVERTIGHTENED. 
SCREW SHOULD BE TIGHT-
ENED UNTIL BOSS IN THE 

CENTRE OF SUMP MEETS THE 
BAR ACROSS THE CHANNEL.

SUMP SEAL

DO NOT USE POWER TOOLS

SILICONE WIPE

(OPTIONAL)

ENSURE SEAL IS LUBRICATED 
AND FULLY SEATED ON RIM OF 

SUMP BEFORE ASSEMBLY

LIFTER TOOL

PLEASE RETAIN AS IT IS USED TO ASSIST
REMOVAL OF THE DRAIN TOP AND DIP 

TUBE FOR CLEANING.

SILICO
N

E 

W
IPE

Safety: Please read these installation instructions carefully before proceeding. 
PLEASE LEAVE THESE INSTRUCTIONS WITH THE END USER.  

Incorrect installation will invalidate guarantee.  
Make sure there are no hidden pipes or cables in the floor or walls where you intend to drill. 

Wear safety goggles, shoes and appropriate clothing.
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DRAIN INSTALLATIONDRAIN INSTALLATION

1.  SITE AND LOCATE AQUA-DEC LINEAR.

SCREW

FOOT SUPPORT

FOOT

2. ATTACHING THE ADJUSTABLE FEET (OPTIONAL, ONLY SCREED FLOOR INSTALLATIONS)

Site and locate the Aqua-Dec Linear or Aqua-Grade Linear, ensuring there are no hidden cables, and or 
pipes.  

The optional foot attachments, are to be used only 
for screed installations.  To attach the feet screw 
the foot support to the base of the drain using the 
screw provided.  Then screw the foot into the foot 
support. Please note the height of the foot can be 
varied by adjusting the thread.
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VERTICAL & HORIZONTAL SUMP INSTALLATIONVERTICAL & HORIZONTAL SUMP INSTALLATION

Waste Sump

Black Sump Seal

Sump Seal Screw

Silicone Wipe

3.  ATTACHING THE WASTE (SUMP)
Attaching the Vertical or Horizontal waste sump is done via the sump screw as shown below.  Before         
assembling the sump to the drain, ensure the black sump seal is fully lubricated using the silicone wipe 
provided.  Ensure the silicone lubrication is smeared around the whole diameter of the rubber seal.  When 
tightening the sump screw DO NOT over tighten. The sump screw should be tightened until the boss in the 
centre of the sump meets the underside of the bar cross channel. DO NOT USE POWER TOOLS TO TIGHTEN 
THE SCREW.                       

PLEASE NOTE: WHEN ATTACHING A SUITABLE WASTE PIPE TO THE WASTE SUMP, 
ENSURE THE WASTE PIPE IS SUPPORTED BY THE RELEVANT PIPE CLIPS.

ENSURE SEAL IS LUBRICATED AND PUSHED 
FULLY ONTO THE RIM OF THE SUMP
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DRAIN & WATERGUARDDRAIN & WATERGUARDTMTM INSTALLATION INSTALLATION

**IMPORTANT NOTE**

LINEAR CHANNEL AND SUMP ASSEMBLED/MISALIGNED 

LINEAR CHANNEL AND SUMP ASSEMBLED/ALIGNED CORRECTLY

Incorrect assembly /alignment with the linear channel and sump can 
cause damage to the crossbar, and provide the potential for water leakage.

When assembling and screwing together the linear channel and sump, ensure the crossbar is 
screwed to the sump as shown below, and that the sump is not misaligned.

LINEAR CHANNEL

SUMP
CROSSBAR

LINEAR CHANNEL

SUMP
CROSSBAR

LINEAR CHANNEL AND SUMP ASSEMBLED/MISALIGNED 

LINEAR CHANNEL AND SUMP ASSEMBLED/ALIGNED CORRECTLY

Incorrect assembly /alignment with the linear channel and sump can 
cause damage to the crossbar, and provide the potential for water leakage.

When assembling and screwing together the linear channel and sump, ensure the crossbar is 
screwed to the sump as shown below, and that the sump is not misaligned.

LINEAR CHANNEL

SUMP
CROSSBAR

LINEAR CHANNEL

SUMP
CROSSBAR
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5. LAY WATERGUARDTM MEMBRANE

4.  SITE THE DRAIN
Place the Linear drain channel into the Aqua-Dec Linear or Aqua-Grade Linear and using the Linear drain 
channel as a guide, drill pilot holes using 3 mm drill bit the Linear drain channel fixing screws.  Fasten the Linear 
drain to the Aqua-Dec Linear using the screws supplied.  DO NOT over tighten the screws.  DO NOT USE POWER 
TOOLS TO TIGHTEN THE SCREWS.                       

Lay the WaterGuardTM membrane onto the floor and over the top of the Aqua-Dec Linear and drain.                     

DRAIN & WATERGUARDDRAIN & WATERGUARDTMTM INSTALLATION INSTALLATION
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6. CUT THE WATERGUARDTM MEMBRANE
Using the WaterGuardTM membrane clamp, place the membrane clamp on top of the WaterGuardTM            
membrane and drain.  Using the clamp as a guide, take a pair of scissors or a sharp hooked knife cut the       
membrane to the inside edge and remove the centre piece. Whilst cutting the WaterGuardTM membrane take 
care not to over cut the membrane and damage the clamp or the drain underneath.  

7. INSTALL THE WATERGUARDTM CLAMP
Using the screws provided, screw the WaterGuardTM membrane clamp down into position.  DO NOT over 
tighten the screws, DO NOT USE POWER TOOLS TO TIGHTEN THE SCREWS.

DRAIN & WATERGUARDDRAIN & WATERGUARDTMTM INSTALLATION INSTALLATION
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9. HEIGHT ADJUSTERS  - ONLY FOR THE ELEMENT, ALLURE & DESIGNER TOPS
To accommodate different tile thicknesses, the tile edging frame can be adjusted from 6 to 26mm in 1mm        
increments. This is achieved by moving the ‘Height Slider’ into the corresponding position in the ramp              
(0 - 10). To gain an additional 10mm, the ‘Height Stacker’ is stacked on top of the slider (allowing 16-26mm                  
adjustment).

DIP TUBE & BUCKET INSTALLATIONDIP TUBE & BUCKET INSTALLATION

Firmly press the dip tube into the bucket, ensuring the black o-ring on the dip tube is in the correct position. 
Once assembled together push the bucket and dip tube into the Linear drain, pressing it down firmly into the 
drain recess. 

8. DIP TUBE AND BUCKET INSTALLATION
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TILING ADJUSTMENTTILING ADJUSTMENT

10. TILE THICKNESS ADJUSTMENT - ONLY FOR THE ELEMENT, ALLURE & DESIGNER TOPS

STACKER

SLIDER

Once the correct height is determined, the sliders/stackers are glued in place with a suitable solvent weld cement. 
Ensure the tiling edge does not stand higher than the tiles. Always test the height against a tile and consider the 
membrane and tile adhesive thickness before final gluing. Once glued, the slider/stacker CANNOT be removed. 
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CLEANING & CARECLEANING & CARE

Cleaning and care of your Impey Linear Drain, is vital to providing an optimal performing drain.

To gain access to the drain and clean any debris out, firstly remove the drain top, using the lifter tool provided.  
The lifter tool is NOT TO BE USED to remove PVD coated drain tops.  Please refer to PVD coated products       
cleaning guidance on page 11.

Then remove the dip tube using the lifter tool.         Once the dip tube is out please check that the rubber o-ring is 
still in place, the o-ring can be removed and cleaned but must be replaced in the exact same position.  

This will expose the bucket,         pull on the central spindle to remove the bucket from the sump         and wash 
out. 

Using an old toothbrush or something similar, fish out any hair strands or other debris from the bottom of the 
sump. When the sump is clear of any visible debris pour some fresh water down the trap to flush it through. This 
should wash away any smaller pieces of debris.

If the sump is very dirty, mix a weak mixture of BLEACH and WATER and fill the chamber*. Leave the mixture for 
five minutes and then flush through with clean water. Replace the bucket and dip tube making sure the o-ring is  
seated correctly and the seal presses into place. Replace the drain top.  

1

2

3

4

*USE OF STRONG AND AGGRESSIVE DISINFECTANTS/CHEMICALS MAY 
CAUSE  DAMAGE TO THE GULLEY AND DRAIN, USE DILUTED BLEACH ONLY.

11. CLEANING & CARE

1

2

3 4
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CLEANING & CARECLEANING & CARE

DO NOT use the lifter tool to remove the drain top. DO NOT use the lifter tool to remove the drain top. 

Use a soft cloth and warm mild soapy water for periodic cleaning. Use a soft cloth and warm mild soapy water for periodic cleaning. 
Dry off immediately with a clean, soft cloth. Working in the direction of the polish lines. Dry off immediately with a clean, soft cloth. Working in the direction of the polish lines.   

DO NOT use abrasive cleaning cloths.DO NOT use abrasive cleaning cloths.

DO NOT use bleach, or any product containing bleach. DO NOT use bleach, or any product containing bleach. 

DO NOT use cleaning agents containing chloride, or caustic and acidic chemicals.DO NOT use cleaning agents containing chloride, or caustic and acidic chemicals.

Limescale can be dissolved with a (50/50) diluted vinegar and water solution. Rinse Limescale can be dissolved with a (50/50) diluted vinegar and water solution. Rinse 
immediately with clean water, and dry with a clean, soft cloth. immediately with clean water, and dry with a clean, soft cloth. 
DO NOT soak the product in the solution. DO NOT soak the product in the solution. 

** FOR PVD COATED PRODUCTS**** FOR PVD COATED PRODUCTS**
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01460 256080

www.impeyshowers.com

technical.support@impeyshowers.com

 Impey, Conquest Business Park, 
Cad Road, Ilton, Somerset, TA19 9EA


